
15 Consult “Precautions” page 356 before use, installation or service of MAC Valves.

Series 35

Function Port size Flow (Max) Individual mounting Series

3/2 NO-NC, 2/2 NO-NC 1/8” 0.17 Cv inline

1. Balanced poppet, immune to variations of
pressure. 

2. Short stroke with high flow.
3. The patented solenoid develops high shifting

forces.
4. Powerful return spring.
5. Manual operator standard on all valves.
6. Burn-out proof solenoid on AC service.

OPERATIONAL BENEFITS

D i r e c t  s o l e n o i d  a n d  s o l e n o i d  p i l o t  o p e r a t e d  v a l v e s

H O W T O O R D E R

Port size

1/8” NPTF

Universal valve

35A-AAA-DXXX-XXX

NC only valve

35A-AAB-DXXX-XXX
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Voltage
AA 120/60, 110/50
AB 240/60, 220/50
AC 24/60, 24/50
FB 24 VDC (1.8 W)
DA 24 VDC (5.4 W)
DF 24 VDC (12.7 W)

Wire length
A 18” (Flying leads)
J Connector

Manual operator
1 Non-locking
2 Locking

Electrical connection
KA Square connector
KD Square connector with light
JB Rectangular connector
JD Rectangular connector with light
BA Flying leads

*  Other options available, see page 353.

D XX X- X XX *SOLENOID OPERATOR ➤

XX X X XX

35A-CAX-DXXX-XXX

O P T I O N S

- with (2) # 10-32 ports in backside of valve
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